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Frame:Aluminum Alloy

Impeller:Metal

Lead Wire:AWG#22 UL3266(Optional)

Motor:Capacitor Run Asynchronous Motor

Insulation:CLASSF

Specification:

Model Bearing
Rated

voltage(v)

Frequen
cy
(HZ)

Phase
Rated
current
(A)

Rated
Imput

power(W)

Nominal speed
(RPM)

Air flow
(m^3/min)

Capacitor
(uF/v)

Noise
(dB)

Weight(g)

FS-250FZ

YZ2-D
ball 220 50 1 0.18 40 1300 12 1.0/400 60

2900

FS-250FZ

YZ3-D
ball 380 50 3 0.12 40 1300 12 60

FS-250FZ

YZ6-D
ball 220 50 1 0.50 100 2600 20 4/450 72

FS-250FZ

YZ7-D
ball 380 50 3 0.20 100 2600 20 72

FS-250FZ

YZ8-D
ball 220 50 1 0.35 100 2600 20 2/630 72
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FS-300FZ

YZ2-D
ball 380 50 1 0.40 80 1300 22 4/450 65

3800
FS-300FZ

YZ3-D
ball 220 50 3 0.20 80 1300 22 65

FS-300FZ

YZ6-D
ball 380 50 1 0.22 80 1300 22 1.0/500 65

FS-300FZ

YZ7-D
ball 220 50 1 0.95 200 2100 34 3/450 76

4000

FS-300FZ

YZ8-D
ball 380 50 3 0.55 200 2100 34 1/630 76


