
PDA401
Industrial multi-function handheld

terminal

PDA-401
Full Netcom 4G Android Smart Termina

Rugged explosion-proof stable and

reliable
For logistics express, warehouse management, parking fees,
administrative enforcement, product traceability and other
fields

Multifunction
Set 4G full Netcom data transmission, barcode /

two-dimensional code scanning module, non-touch chip card

(NFC) read and write

Multiple options
To meet the needs of different industries and customers,
optional high-frequency RFID, second-generation identity
card identification, 433MHz communication module, etc.,
and reserves a variety of expansion communication
interface

Healthcare Warehouse Meter reader Ticketing Parking Express Manufacturing Tracking



System Configuration

Pro c e s s o r ARM Co r t e x A53 Quad - c o re 64 bi ts 1 .3G H z

O .S Android 6.0

Memo ry 16GB ROM+2GB RAM

Ex -S t o r a g e Micro SD (Up to 64GB)

Display 4.0inch IPS 480x800 High Resolut ion

Cam e ra AF 5 . 0M (8 .0M ) P ix e l s w i th LED fla sh l ig h t

Tou c h Pane l In d u s t r i a l - g r a d e cap a c i t i ve to u c h pane l

Ke y pad 23 anti-wear, within the light waterproof industrial keyboard

No t i f i ca t io n Vi b r a t o r /LED /Spea ke r

Ba t te r y 3 .7 v 4000mA h re c ha rg e ab le l i t h ium po lyme r ba t t e r y

Aud i o B u i l t - i n m ic r o p hon e /S pea k e r

Sen s o r G-sensor

In t e r fa c e M ic r o USB / Se r i a l Po r t (T TL )

Structural Parameters

Dimensions(L xW xD) 162mm×70mm×31mm

Weight 345g(battery included)

Communication Transmission

Mobile Network
3G： WCDMA:850/900/1900/2100MHz CDMA/EVDO 800MHz

GSM: 850/900/1800/1900MHz

4G：LTE-FDD:B1/B3/B7/B8/B28 LTE-TDD:B38/B39/B40/B41

W i -F i IEEE 802.11 b/g/n

B lu e to o t h Bluetooth 4.0

GPS Supp o r t in g GPS /AG PS

NFC/HF RFID
Pro t o c o l ISO / IEC 14 443A /B , ISO 15693

Fre quen c y 13 .5 6MH z

NFC ty p e Type 1 -4Tag /M i f a r e / F e l i c a

PSAM
PSAM IS 0 / IE C 7816 1-4

Operating Environment

Deve l o p Too l s And ro i d SDK + JDK + Ec l ip se

P-L angua ge Ja v a

Ope ra t i n g Tem p . -1 0 °~ 50 °C

Sto ra g e Tem p . -2 0 °~ 70 °C

Hum id i ty 0 ~ 95% (non - c o nden s in g )

Sea l in g IP 65

1D Laser Scanner(Optional)

Speed 100 l in e s /se c

Sc an Ang le ± 50 °

Id e n t i f i c a t io n
acc u ra c y

≥4m i l

De c od i n g Type

UPC-A，UPC-E，UPC-E1，EAN-13，EAN-8，ISBN/ISSN，Code 39，code39 (ASCII

full)， Interleaved 2 of 5，Industrial 2 of 5,Matrix 25,Codebar(NW7)，Code 128，

UCC/EAN 128，ISBT128，code 93，MSI/Plessey，UK/Plessey，China post，GS1

Data Bar

2D Image Scanner(Optional)

Meth od CMOS Im age

Scan Speed 60 s can s / s e c

Sc an Ang l e 360 ° ang l e , E le v a t i o n ang le ± 55 ° , E e f l e c t io n an g le ± 55 °

Id e n t i f i c a t io n
acc u ra c y 2D ≥7. 5m i l， 1D ≥5m i l

De c od i n g Type

QR Code, Data Matrix, PDF417 ， UPC-A, UPC-E, EAN-8, EAN-13, ISBN, Code

128, GS1 128, ISBT 128, Code 39, Code93,Code 11, Interleaved 2 of 5, Industrial

2 of 5,Matrix 25, Standard 25, Coda bar, MSI/MSI PLESSEY, GS1 Data Bar

DPM Suppo r t DPM scanne r (o p t i o n a l )

UHF RFID(Optional)

Fre quen c y 902Mhz -9 28M hz 、 865MH z -8 68MH z ( op t i o n a l )

P ro to co l EPC g lo b a l UHF Cla s s 1 Gen 2 / ISO 18000 -6C

Cap t u r e Ran ge 1 -2 m

Ou tp u t Pow e r 18 -2 6 dBm

Accessories

Hand Strap Adapter Manual USB cable OTG cable Charger cradle(optional)

PDA401 Specification Sheet


